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Features

Walk Through

Specification

Test distance

Tamper Indication

Imported IR sensor

Sensitivity adjustable

Working Temperature

Power Supply

5 Digital LED Count 

Temperature response time

Standard External size

Screws

Sound & LED alarm

Working Frequency

Gross weight

Harmless to human body

Standard Internal size

Infrared Sensor 

100 ms

2010mm(H)X700mm(\IV)X500mm(D)

0-100 Sensitivity

harmless with heart pacemaker, pregnant women

2220mm(H)X800mm(W)X580mm(D)

4KHZ-8KHZ

-20°C - +50°C

10-15cm

1 0.3-0.5 °C

AC l00V - 260V

Easy show SL count passengers

Both Side LED indicator 6 zones

Accuracy check

Easy distinguish interference

65KG

Easy assembly and install

Ÿ Program When the program is 

self-diagnostic, it does not require 

initial or periodic calibration, 

modularization design, easy for 

maintenance and replacement.

Ÿ Pinpoint Zone Detection The 

Secureye`s exclusive multiple 

target pinpointing with 6 zones 

standard shows precise target 

location on the left, centre and 

right side of the body from head to 

toe.

Ÿ Installation The UBSOO design 

only 2 cables and 8 screws, 

operation instructions are simple. 

High density refractories are used 

to make the product stronger.

Ÿ  Installation place: Port, Hotel, 

Airport, Train Station, Hospital, 

Factory, Government Bank
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WALK THROUGH METAL DETECTOR WITH MEASURING BODY TEMPERATURE
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